This ultra-portable DLP Projector comes to deliver
brilliant colors up to 1,400 ANSI lumens, True
XCGA(1024%x768) resolution ensures you of
outstanding image of quality and clarity.

Bright and Lightweight Low Noise

To achieve high brightness, low noise and compaciness,
LG Electronics develops U.S. patent techology(color drum,
= TIR prism, total reflection system) for RD-JT30/31,
Height 49mm Weight 1.6kg Lens Cover Wireless Transmitter




DLP PROJECTOR PCD!

INATIVE RESOLLITICIN SMGA

NAX RESOLLITION SXGA SXGA
BRIGHTNESSIANS! Luimen| (400 {100
CONTRAST RATIC 1100 11001
LINIFCIRMITY 85 H5%
SIZE (WxHxD, i) 298:x 170 x 55 248:x 170 x 55
" . WEIGHT | 64Kg | GAK
BEECIHGATIY NOISE <3 flunJ -:'{AI:J[?
VIDED COMPATIBILITY NTSE NTSES 43, PAL PALM, PAL N, SECAM, SVIDED) INTSE NTSES 43, AL PALI PALIN, SECAM, SVITIED)
HD READY 10801 & 7200 10801 & 720p
THECAW IS TANCEfm) 1 =14 (VeI
IMAGE SIZE 307 - 300" 307 - 300"
FOWER SLIPPLY ACIOD = 220V, 50H2/60Hz AC100 = 220V, 50Hz/80Hz
POWER CONSUMPTION 2200 220W
SIZE 0.7 DMD™ x 1, XEA [DDRTZ | 0.55 DMD™ x 1, SVGA
TYPE 150 WSH I50% NSH
LIFE TIME 2060H 2000
ZOOM STYLE MARLIAL MANLIAL
R&-Z32C % b
MGONG (8] (o]
DLTPLT 0.5W + 0,6W 0.5W + 0.5W
PC Ittt | |
PC Muruge 1 ]
Lss I I
Suideo ] ]
AN AN input | |
RCACOMPOSITE| | )
AC MCHISE PORT | |
DIEITAL VERTIEAL & L7
HORIZONTAL 7 7
PC SIGNAL EABLE () [DVIHE-VGA) O[OV VGEA)
MAC DESKTORF ADAFTOR cipaticinal opuonal
VIDED IMAGE VIDED IMAGE
Mutioradaptive Denteriacing Mationadaptive De-nterlacng,
Filmemnde for proper : Fim-mode for proper
Handling of 3:2 and Hardling of 3:2 ang
£:2 pulldown matenal 22 pulldown material
Features
» HO Compatible 10801, 720p  « Picture In Picture [PIP) « Preferable size with laptop PCT = Low noise ; 34¢B
» Digital Keystone Correction HKgS5mm of helght « 3 types of U.S. patent achieved
« High brightness - 1400/1100 ANSI 1] Color drum (Cylinder type color wheel)
« HD ready 2] TIR Prism systemn for DMD and PJTR
+ Aut Tracking & Positioning 3} Total reflection prism and PITR

1) Connector Panel
. - dud The RD-JT30/31 enables direct input connection of plural sources via one
Blue Green PC, ane Svideo and video outputs for NTSC, NTSC4.43, PAL, PAL-M, PAL-N
Fllter & Maotor Filter & Mator . ~ o S o i "
- - or SECAM and performs autamatic frequency adjustment in response to the
signal received

Red Coupler —&
Filter
-
Green - Blue Red RD =JT30/31
Filter Coupler Filter Filter
U S PATE NT Naormal Calor Wheel
Color Drum « Compact Size | 2.2" Height/1.6Kg

« Great Purity - Max, 1100 Cortrast Ratio
« Low Noise . 34dB (Less Noise than PC)

- i & Faatures phd spocifications am subjpot to change withoul nolice:.
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